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AutortiesTbas un precu 
zTmes 

© AutortiesTbas 2004 Hewlett- 
Packard Development Company, LP. 
Saja dokumenta ietverta informacija 
var tikt mainTta bez iepriekseja 
bndinajuma. Pavairosana, 
adaptesana vai tulkosana bez 
ieprieksejas rakstiskas atjaujas ir 
aizliegta, iznemot autortiesTbu likumos 
atjautajos gadTjumos. 

Pazinojums 

HP produktu un pakalpojumu 
garantijas ir izklastTtas vienTgi siem 
produktiem un pakalpojumiem 
pievienotajos garantijas pazinojumos. 
Nekas no seit mineta nav 
interpretejams ka papildu garantija. 
HP neatbild par saja teksta piejautam 
tehniskam un redakcionalam kjudam 
vai izlaidumiem. 
Kompanija Hewlett-Packard 
Development Company, L.P. nav 
atbildTga par nejausiem vai 
izrietosiem kaitejumiem, kas radusies 
saistTba ar sT dokumenta un 
programmas materiala, kas taja 
aprakstTts, piegadi, veiktspeju vai 
lietosanu vai an izriet no tas. 

Precu zTmes 

HP, HP logotips un PhotoSmart ir 
Hewlett-Packard Development 
Company, L.P. Tpasums. 
Secure Digital logotips ir SD 
Association precu zTme. 
Microsoft un Windows ir Microsoft 
Corporation registretas precu zTmes. 
CompactFlash, CF un CF logotips ir 
CompactFlash Association (CFA) 
precu zTmes. 

Memory Stick, Memory Stick Duo, 
Memory Stick PRO un Memory Stick 
PRO Duo ir Sony Corporation precu 
zTmes vai registretas precu zTmes. 
MultiMediaCard ir Vacijas kompanijas 
Infineon Technologies AG precu zTme 
un licenceta asociacijai MMCA 
(MultiMediaCard Association). 
Microdrive ir Hitachi Global Storage 
Technologies precu zTme. 
SmartMedia ir Toshiba Corporation 
precu zTme. 

xD-Picture Card ir Fuji Photo Film 
Co., Ltd., Toshiba Corporation un 
Olympus Optical Co., Ltd. precu zTme. 
Mac, Mac logotips un Macintosh ir 
Apple Computer, Inc. registretas 
precu zTmes. 



Bluetooth precu zTme un logotipi ir 
Bluetooth SIG, Inc. Tpasums un 
kompanija Hewlett-Packard Company 
sTs zTmes izmanto saskana ar licenci. 
PictBridge un PictBridge logotipi ir 
Camera & Imaging Products 
Association (CIPA) precu zTmes. 
Citi razotaju un to produktu 
nosaukumi ir attiecTgo Tpasnieku 
precu zTmes vai registretas precu 
zTmes. 

PrinterT iebuvetas programmaturas 
dajas pamata ir Independent JPEG 
Group darbs. 

Saja dokumenta iekjauto fotoattelu 
TpasumtiesTbas pieder to originalu 
Tpasniekiem. 

Reglamentejosais modeja 
identifikacijas numurs 
SDGOA-0402 

Reglamentejosas identifikacijas 
noluka produktam ir pieskirts 
reglamentejosais modeja numurs. 
Produkta reglamentejosais modeja 
numurs ir SDGOA-0402. 
Reglamentejoso numuru nednkst 
sajaukt ar tirdzniecTbas nosaukumu 
(printeris HP PhotoSmart 8100 series) 
vai produkta numuru (Q3399A). 

Informacija par drosu 
lietosanu 

Lietojot so ierTci, vienmer ieverojiet 
drosTbas pasakumus, lai mazinatu 
ugunsgreka vai elektrotraumu 
iespejamTbu. 

ABrTdinajums Lai izvaintos 
no ugunsgreka vai 
elektrosoka, nepakjaujiet so 
ierTci lietus vai jebkadu veidu 
mitruma ietekmei. 

• Izlasiet un iegaumejiet visus 
HP PhotoSmart 8100 series 
lietosanas pamacTba sniegtos 
noradTjumus. 

• Pievienojot ierTci stravas 
avotam, izmantojiet tikai 
iezemetu elektnbas 
kontaktligzdu. Ja nezinat, vai 
kontaktligzda ir iezemeta, 
ludziet padomu kvalificetam 
elektrikim. 

• Ieverojiet visus uz ierTces 
paradTtos brTdinajumus un 
instrukcijas. 

• Atvienojiet ierTci no stravas 
pirms ierTces tTrTsanas. 



• Neuzstadiet un nelietojiet so 
ierTci Qdens tuvuma, ka an 
neaiztieciet to ar mitram rokam. 

• Uzstadiet ierTci drosa vieta uz 
stabilas virsmas. 

• Uzstadiet ierTci aizsargata vieta, 
kur neviens nevar uzkapt uz 
stravas vada vai paklupt par to 
un vads nevar tikt citadi bojats. 

• Ja ience nedarbojas pareizi, 
informaciju par problemu 
noversanu skatiet ekrana 
redzamaja HP PhotoSmart 
printera palTdzTba. 

• Ience nav detalu, kuras varetu 
apkalpot lietotajs. Apkopi 
uzticiet kvalificetiem servisa 
specialistiem. 

• Lietojiet ierTci vieta ar labu 
ventilaciju. 
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HP PhotoSmart 8100 series 



\ Apsveicam ar pirkumu! 

Paldies, ka iegadajaties HP Photosmart 8100 series printeri! Ar jauno fotoattelu 
printeri varat izdrukat bnniskTgus fotoattelus, saglabat tos datora, ka an viegli Tstenot 
interesantas ieceres, izmantojot datoru vai bez ta. 

Papildinformacijas meklesana 

Jauna printera komplektacija ieklauta sada dokumentacija: 

• Uzstadisanas rokasgramata: HP Photosmart 8100 series uzstadisanas 
rokasgramata ir aprakstlts, ka uzstadTt printeri, instalet printera programmaturu 
un izdrukat pirmo fotoattelu. 

• Lietotaja rokasgramata: lietotaja rokasgramata aprakstTtas printera 
pamatfunkcijas, paskaidrots, ka izmantot printeri, to nepievienojot datoram, ka an 
sniegta informacija par problemu noversanu. Ta ir pieejama tiessaistes formata 
lietotaja rokasgramatas kompaktdisks. 

• Uzzinu rokasgramata: HP Photosmart 8100 series uzzinu rokasgramata ir ta, ko 
paslaik lasat. Taja ir sniegta pamatinformacija par printeri — uzstadTsana, 
darblba, tehniskais atbalsts un garantija. Lai iegutu detalizetakus noradTjumus, 
skatiet kompaktdisku Lietotaja rokasgramata. 

• HP Photosmart printera palldzlba: ekrana redzamaja HP Photosmart printera 
palldzlba ir aprakstlts, ka lietot printeri kopa ar datoru, ka an ir ieklauta 
informacija par programmaturas problemu noversanu. 

Kad datora ir instaleta HP Photosmart printera programmatura, varat apskatTt ekrana 
redzamo HP Photosmart printera palTdzTbu: 

• Operetajsistema Windows: izvelne Start (Sakt) izvelieties Programs 
(Programmas) (sistema Windows XP izvelieties All Programs (Visas 
programmas)) > HP > Photosmart 320, 370, 7400, 7800, 8100, 8400, 8700 
series > Photosmart Help. 

• Macintosh datoriem: izvelne Finder (Mekletajs) izvelieties Help (PalTdzTba) > 
Mac Help (Mac palldzlba), pec tarn izvelieties Library (Biblioteka) > 

HP Photosmart Printer Help for Macintosh (HP Photosmart printera palldzlba 
Macintosh sistemai). 

Kas iekjauts komplektacija 

Printera komplektacija ir ieklautas sadas sastavdalas: 

• Printeris HP Photosmart 8100 series 

• HP Photosmart 8100 series uzstadisanas rokasgramata 

• HP Photosmart 81 00 series uzzinu rokasgramata 

• Printera HP Photosmart 8100 series programmaturas kompaktdisks 

• Lietotaja rokasgramatas kompaktdisks 

• FotopapTra paraugi 

• FotopapTra uzglabasanas maisins 

• TrTskrasu un fotodrukas kasetnes 

• Drukas kasetnes aizsarguzmava 

• Barosanas avots (to izskats var atskirties vai var but iekjauts papildu stravas vads) 



HP Photosmart 8100 series uzzinu rokasgramata 



3 



Nodala 1 



Piezime Komplektacija dazadas valstTs/regionos var atskirties. 



Printera apskats 




Printera priekspuse 

1 Kameras ports 

Izmantojiet so portu, lai 
printerim pieslegtu digitalo 
kameru PictBridge " vai lai 
ievietotu papildu bezvadu 
printera adapteri HP Bluetooth ®. 

2 Izvades tekne 

Paceliet so tekni, lai ievietotu 
nelielus apdrukas materialus vai 
iznemtu iestregusu papTru no 
printera priekspuses. 

3 PapTra platuma vadotne 
Pielagojiet so vadotni ciesi 
galvenaja tekne ievietota papTra 
malam. 

4 Galvena tekne 

Saja tekne ievietojiet drukasanai 
paredzeto parasto papTru, 
caurspTdTgas filmas, aploksnes 
vai citus apdrukas materialus. 

5 Izvades teknes pagarinajums 
Paceliet melTti un pec tarn 
pavelciet to uz savu pusi, lai 
pagarinatu izvades tekni, kura 
jauztver izdrukatais papTrs pec 
ta izvadTsanas no printera. 

6 PapTra garuma vadotne 
Piestumiet so vadotni ciesi pie 
galvenaja tekne ievietota papTra 
malas. 

7 FotopapTra tekne 
Paceliet izvades tekni, lai 
fotopapTra tekne ievietotu 
neliela izmera fotopapTru. 

8 FotopapTra teknes sITdnis 
Virziet so sITdni uz prieksu, lai 
aktivizetu fotopapTra tekni. 

9 Augsejais parsegs 
Paceliet so parsegu, lai pieklutu 
drukas kasetnem un to 
glabasanas vietai vai lai iznemtu 
iestregusu papTru. 

10 Printera displejs 
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(turp.) 



Izmantojiet so ekranu, lai 
apskatltu savus fotoattelus un 
izvelnes opcijas. 
1 1 Atminas karsu sloti 

levietojiet atminas kartes seit. 





Printera aizmugure 

1 Stravas vada kontaktligzda 

Izmantojiet so portu, lai 
pievienotu printera 
komplektacija ietilpstoso stravas 
vadu. 

2 USB ports 

Izmantojiet so portu, lai printeri 

savienotu ar datoru vai 

HP tiesas drukasanas digitalo 

fotokameru. 

3 Aizmugurejais vaks 

Nonemiet so vaku, lai iznemtu 
iestregusu papTru. 

VadTbas panelis 

1 leslegt 

Nospiediet so pogu, lai ieslegtu 
printeri vai ieslegtu ta energijas 
taupTsanas rezTmu. 

2 Saglabat 

Nospiediet so pogu, lai atminas 
karte esosos fotoattelus 
saglabatu datora. 

3 HP Instant Share 
Nospiediet so pogu, lai nosutTtu 
fotoattelu pa e-pastu. Pogas 
Saglabat un HP Instant Share 
darbojas tikai tad, ja printeris ir 
savienots ar datoru. Plasaku 
informaciju skatiet Savienojuma 
izveide. 

4 Attelu izveles bultinas 
Izmantojiet sis bultinas, lai 
atminas karte ritinatu attelus. 

5 Izveleties attelu 
Izmantojiet so pogu, lai 
drukasanai izveletos sobrld 
paradTto attelu vai videoklipa 
kadru. 

6 Atcelt 

Nospiediet so pogu, lai atceltu 
fotoattelu izveli, izietu no 
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Noda]a 1 
(turp.) 



izvelnes vai partrauktu jusu 
pieprasTtas darbTbas izpildi. 

7 Palielinajums 

Nospiediet so pogu, lai ieslegtu 
palielinajuma rezTmu un 
palielinatu sobrTd paradTto 
fotoattelu vai izietu no 9 attelu 
skatTsanas rezTma. 

8 Izvelne 

Nospiediet so pogu, lai skatTtu 
printera izvelni. 

9 Pagriezt 
Nospiediet so pogu, lai 
pagrieztu sobrTd redzamo 
fotoattelu. 

10 OK (Labi) 

Nospiediet so pogu, lai atbildetu 
uz printera ekrana redzamajiem 
jautajumiem, izveletos izvelnes 
iespejas, ieslegtu 9 attelu 
skatTsanas rezTmu un atskanotu 
videoklipu. 

11 Navigacijas bultinas 
Izmantojiet sTs bultinas, lai 
ritinatu printera izvelnes 
iespejas, novietotu apgriesanas 
konturu un vadTtu videoklipa 
atskanosanas atrumu un 
virzienu. 

12 Drukat 

Nospiediet so pogu, lai drukatu 
ievietotaja atminas karte 
izveletos fotoattelus. 

13 Izkartojuma izveles ripa 

Pagrieziet so ripu, lai izveletos 
fotoattelu drukas izkartojumu. 
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Indikatori 

1 leslegsanas indikators 

- leslegts — strava ir 
ieslegta. 

- Izslegts — printeris 
atrodas energijas 
taupTsanas rezTma. 

2 Statusa indikators 

- leslegts (zajs) — strava ir 
ieslegta un printeris sobrld 
nedruka. 

- Izslegts — printeris 
atrodas energijas 
taupTsanas rezTma. 

- Mirgo zaja gaisma — 
printeris druka. 

- Mirgo sarkana gaisma — 
printerim japievers 
uzmanTba. 

3 PapTra teknes indikatori 

- FotopapTra teknes 
indikators ieslegts — ir 

aktivizeta fotopapTra tekne. 

- Galvenas teknes 
indikators ieslegts — ir 

aktivizeta galvena papTra 
tekne. 

4 Atminas kartes indikators 

- leslegts — atminas karte ir 
ievietota pareizi. 

- Izslegts — nav ievietota 
atminas karte. 

- Mirgo — informacija no 
atminas kartes tiek 
parsutTta uz printeri vai 
datoru vai preteji. 

Printera izvelne 

Nospiediet pogu Izvelne, lai pieklutu printera izvelnei. Ja apskatat apaksizvelni, 
nospiezot pogu Izvelne, var atgriezties printera galvenaja izvelne. 

Lai parvietotos pa printera izvelni: 

• Izmantojiet navigacijas bultinu A vai ▼, lai ritinatu printera ekrana redzamas 
izvelnes iespejas. Izvelnes iespejas, kas nav pieejamas, ir deaktivizetas. 

• Nospiediet OK (Labi), lai atvertu izvelni vai izveletos kadu opciju. 

• Nospiediet Atcelt, lai izietu no pasreizejas izvelnes. 
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Noda]a 1 



Printera izvelnu struktura 



Augseja 

ITmeria 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 


Print 
Options 
(Drukas 
opcijas) 


Print all (Drukat visu) 




Print proof sheet (Drukat 
attelu radltaja lapu) 






Scan proof sheet (Skenet 
attelu radltaja parbaudes lapu) 






Video action prints 
(Videoklipu izdrukas) 






Print range (Drukas diapazons) 


Select beginning of range 
(Izvelieties diapazona sakumu): 






Select end of range (Izvelieties 
diapazona beigas): 




Print index page (Drukat 
attelu radTtaju) 






Print new (Drukat jaunos) 




Edit 

(Rediget) 


Remove red eye (Nonemt 
sarkanas acis) 






Photo brightness (Fotoattelu 
spilgtums) 


Photo brightness (Fotoattelu 
spilgtums): 

(Nospiediet navigacijas bultinu 
► vai lai palielinatu vai 
samazinatu attela spilgtumu.) 




Add frame (Pievienot rami) 


Select pattern (Izvelieties rakstu): 






Select color (Izvelieties krasu): 




Add color effect (Pievienot 
krasu efektu) 


Choose color effect (Izvelieties 
krasu efektu): 

• Black and white (Melnbalti) 

• Sepia (Sepija) 

• Antique (AntTks) 

• No effect (Bez efekta) 
(noklusejums) 

Krasu efekts neietekme ramjus, 
kas izveidoti, izmantojot iespeju 

Add frame. 


Tools (RTki) 


View 9-up (Skatlt 9 attelus) 
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Printera izvelnu struktura (turp.) 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 




Slide show (Slaidrade) 


Lai apturetu vai atsaktu 
slaidradi, nospiediet OK (Labi); 
lai beigtu slaidradi, nospiediet 
pogu Atcelt. 




Print quality (Drukas kvalitate) 


Print quality (Drukas kvalitate): 

• Best (Vislabaka) 
(noklusejums) 

• Normal (Standarta) 




Print sample page (Drukat 
paraugu) 






Print test page (Drukat testa 
lappusi) 






Clean cartridges (Tint 
kasetnes) 


Continue to second level 
cleaning? (Vai turpinat ar otra 
ITmena tTrlsanu?) 

• Yes (Ja) 

• No (Ne) 






Continue to third level cleaning? 
(Vai turpinat ar tresa ITmena 
tTrlsanu?) 

• Yes (Ja) 

■l I _ / m — \ 

• No (Ne) 




Align cartridge (LTdzinat 
kasetni) 




Bluetooth 


Device address (lerlces 
adrese) 


Device address (lences adrese): 

(dazas ierTces ar Bluetooth 
bezvadu tehnologiju tiek 
pieprasTts ievadTt tas ierTces 
adresi, kura jaatrod; sT izvelnes 
iespeja norada ierTces adresi) 




Device name (lerlces 
nosaukums) 


Device name (IerTces 
nosaukums): 

(Varat izveleties printerim 
ierTces nosaukumu, ar kadu tas 
bus redzams citas ierTces ar 
Bluetooth bezvadu tehnologiju.) 




Passkey (Atslega) 


(Nospiediet navigacijas bultinu 
A, lai palielinatu skaitli par 
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Printera izvelnu struktura (turp.) 



Augseja 

ITmeria 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 






vienu; nospiediet navigacijas 
bultinu ▼, lai samazinatu 
skaitli. Nospiediet OK (Labi), lai 
parietu uz nakamo ciparu.) 

(Printerim varat pieskirt 
Bluetooth ciparu atslegu, kas 
Bluetooth tehnologijas ierTcu 
lietotajiem, kuri mekle printeri, ir 
jaievada, lai varetu veikt 
drukasanu, ja ir iestatTts High 
(Augsts) printera Bluetooth 
Security level (DrosTbas 
ITmenis). Noklusejuma atslega ir 
0000.) 




Accessibility (Pieejamlba) 


Accessibility (PieejamTba): 

• Visible to all (Redzama 
visiem) 

• Not visible (Nav redzama) 

Ja Accessibility 
(PieejamTba) ir iestatTta uz 
Not visible (Nav redzama), 
drukat var tikai no ierTcem, 
kuras zina sTs iences adresi. 

(Bluetooth printeri var padant 
redzamu vai neredzamu citas 
iences ar Bluetooth bezvadu 
tehnologiju, mainot ta 
pieejamTbas opciju.) 




Security level (DrosTbas 
ITmenis) 


Security level (DrosTbas ITmenis): 

• High (Augsts) 

(Citu ierTcu ar Bluetooth 
bezvadu tehnologiju 
lietotajiem tiek pieprasTts 
ievadTt printera atslegu.) 

• Low (Zems) 

(Citu ierTcu ar Bluetooth 
bezvadu tehnologiju 
lietotajiem netiek pieprasTts 
ievadTt printera atslegu.) 
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Printera izvelnu struktura (turp.) 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 




Reset Bluetooth options 
(Atjaunot Bluetooth opcijas) 


Reset Bluetooth options 
(Atjaunot Bluetooth opcijas): 

• Yes (Ja) 

• No (Ne) 


Help 

(PalTdzTba) 


Cartridges (Kasetnes) 


Print Cartridge Help (Drukas 
kasetnes palldzlba): 

(Nospiediet navigacijas bultinu 
▲ vai ▼, lai ritinatu printerim 
pieejamo HP drukas kasetnu 
sarakstu, pec tarn nospiediet 
OK (Labi), lai skatTtu kasetnes 
ievietosanas instrukciju.) 




Photo sizes (Fotoattelu izmeri) 


Photo Sizes Help (PalTdzTba par 
fotoattelu izmeriem): 

(Nospiediet navigacijas bultinu 
A vai ▼, lai ritinatu pieejamos 
fotoattelu izmerus.) 




Paper loading (Paplra 
ievietosana) 


Paper Loading Help (PalTdzTba 
par papTra ievietosanu): 

(Nospiediet navigacijas bultinu 
A vai ▼, lai atrastu informaciju 
par papTra ieladi.) 




Paper jam (lestredzis papTrs) 


Paper Jam Help (PalTdzTba par 
iestregusu papTru): 

(Izvelieties so iespeju, lai skatTtu 
instrukcijas, ka izrjemt 
iestregusu papTru.) 




Camera connect (Pievienota 
kamera) 


Camera Connect Help 
(PalTdzTba par kameras 
pievienosanu): 

(Izvelieties so iespeju, lai 
skatTtu, kur printerim ir 
pievienojama saderTga digitals 
fotokamera PictBridge.) 


Preferences 
(Preferences) 


SmartFocus 


SmartFocus ieslegsana: 

• On (leslegt) (noklusejums) 

• Off (Izslegt) 
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Printera izvelnu struktura (turp.) 



Augseja 

ITmeria 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 




Digital flash (Digitala 
zibspuldze) 


Digitalas zibspuldzes ieslegsana: 

• On (leslegt) 

• Off (Izslegt) (noklusejums) 


Date/time (Datums/laiks) 


Date/time stamp (Datuma/laika 
markieris): 

• Date/time (Datums/laiks) 

• Date only (Tikai datums) 

• Off (Izslegt) (noklusejums) 


Colorspace (Krasu modelis) 


Choose colorspace (Izvelieties 
krasu modeli): 

• sRGB 

• Adobe RGB 

• Auto-select (Automatiska 
izvele) (noklusejums) 

Ja ir iestatTta automatiska izvele, 
pec noklusejuma printeris 
izvelas krasu modeli Adobe 
RGB, ja tads ir pieejams. Ja 
Adobe RGB nav pieejams, 
printeris pec noklusejuma 
izmanto sRGB. 


Passport photo mode (Pases 
fotoattelu rezlms) 


Turn passport photo mode 
(leslegt pases fotoattelu rezTmu): 

• On (leslegt) 

• Off (Izslegt) (noklusejums) 

Select Size (Izvelieties izmeru): 

Ja izvelaties On (leslegt), 
printeris piedava pases 
fotoattelu formatu. Pases 
fotoattelu rezlms norada, ka visi 
fotoatteli irjadruka atlasTtaja 
formats. Katra lappuse ir viens 
fotoattels. Tacu, ja velaties 
izdrukat vairakus fotoattela 
eksemplarus, tie tiek drukati 
viena lappuse (ja ir pietiekami 
daudz vietas). 

Pases fotoattelu rezlma 
izdrukatos fotoattelus pirms 
laminesanas ir janozave. 



HP Photosmart 8100 series 



Printera izvelnu struktura (turp.) 



Augseja 

ITmena 

izvelne 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 




Tray select (Teknes izvele) 


Izvelieties, kuru papTra tekni 
izmantosit: 

• Priekseja (noklusejums, ja 
nav uzstadTta aizmugureja 
papTra tekne) 

• Aizmugureja 

• Vaicat katru reizi 
(noklusejums, ja ir uzstadTta 
aizmugureja papTra tekne) 


Paper detect (Noteikt papTra 
veidu) 


Automatiska papTra noteiksana: 

• On (leslegt) (noklusejums) 

• Off (Izslegt) 


Preview animation 
(Animacijas prieksskatljums) 


Turn preview animation 
(Animacijas prieksskatTjums): 

• On (leslegt) (noklusejums) 

• Off (Izslegt) 


Video enhancement 
(Videoklipu uzlabosana) 


Turn video enhancement 
(Videoklipu drukas uzlabosana): 

• On (leslegt) 

• Off (Izslegt) (noklusejums) 


Restore defaults (Atjaunot 
noklusejumus) 


Restore original factory 
preferences (Atjaunot 
sakotnejas rupnTcas 
preferences): 

• Yes (Ja) 

• No (Ne) 

Tiek atjaunoti rupnTcas 
iestatTjumi visam izvelnes 
iespejam, iznemot Select 
language (Izveleties valodu) un 
Select country/region 
(Izveleties valsti/regionu) 
(izvelnes Preferences 
(Preferences) apaksizvelne 
Language (Valoda)) un 
Bluetooth iestatTjumus (galvenas 
printera izvelnes apaksizvelne 

Dili nlitntUt 

bluetootn). 


Language (Valoda) 


Select language (Izveleties 
valodu): 
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Printera izvelnu struktura (turp.) 



Augseja 


Apaksizvelnes/opcijas 


Papildu apaksizvelnes/opcijas 


ITmena 






izvelne 










Select country/region (Izveleties 






valsti/regionu): 



Informacija par paplru 

Var drukat uz fotopapTra, parasta papTra vai nelieliem materialiem, piemeram, 
kartotekas kartltem un aploksnem. 



PapTra ievietosana 



Papira veids 



Ka ievietot papiru 



Izmantojama tekne 



Letter vai A4 
formata papTrs 
CaurspTdTgas 
filmas 
20x25 cm 
(8x10 collu) 
fotopapTrs 



1 Paceliet izvades tekni. 

2 levietojiet parasto 
papTru, fotopapTru vai 
caurspTdTgas filmas 
ar apdrukajamo pusi 
uz leju. 

Parliecinieties, vai 
papTra kaudzTte nav 
augstaka par papTra 
garuma vadotnes 
augsejo malu. 

3 Velciet fotopapTra 
teknes sITdni virziena 
uz sevi, ITdz tas 
apstajas. Tiek iedegts 
galvenas papTra 
teknes indikators, 
noradot, ka 
nakamajai izdrukai 
tiks izmantots papTrs 
no galvenas teknes. 

4 Nolaidiet izvades 
tekni. 



Galvena tekne 




1 Izvades tekne 



2 PapTra platuma vadotne 

3 PapTra garuma vadotne 

4 FotopapTra teknes sITdnis 



10x15 cm (4x6 
collu) fotopapTrs 
Attelu radTtaja 
kartTtes 

Hagaki kartTtes 
L formata 
kartTtes 



1 Paceliet izvades tekni 

2 levietojiet papTru ar 
apdrukajamo pusi uz 
leju. Ja izmantojat 
papTru ar malinu, 
ievietojiet to ta, lai 
malina printerT 
noklutu pedeja. 

3 Nolaidiet izvades 
tekni. 



Fotopapira tekne 
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Papira ievietosana (turp.) 



Papira veids 



Ka ievietot papiru 



Izmantojama tekne 



Pastumiet fotopapTra 
teknes sITdni virziena 
prom no sevis, ITdz 
tas apstajas. 
lesledzas fotopapTra 
teknes indikators, 
noradot, ka 
nakamajai izdrukai 
tiks izmantots papTrs 
no fotopapTra teknes. 




1 Izvades tekne 



2 Papira platuma vadotne 

3 PapTra gamma vadotne 




1 Fotopapira teknes shdnis 



• 13x18 cm (5x7 
collu) fotopapTrs 

• Aploksnes 



Nonemiet izvades 
tekni, nospiezot 
pogas tas sanos un 
velkot tekni uz savu 
pusi. 

levietojiet fotopapTru 
ar apdrukajamo pusi 
uz leju. 

levietojiet aploksnes 
arpriekspusi uz leju 
un parloku kreisaja 
puse. Aploksnu 
parlokus ievietojiet 
aploksnes, lai tas 
neiestregtu. 
Novietojiet atpakal 
izvades tekni. 
Velciet fotopapTra 
teknes sITdni virziena 
uz sevi, ITdz tas 
apstajas. lesledzas 
galvenais indikators, 



Galvena ievades tekne 




1 Izvades tekne 
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PapTra ievietosana (turp.) 



Papira veids 


Ka ievietot papiru 


Izmantojama tekne 




noradot, ka 






nakamajai izdrukai 
tiks izmantots papTrs 
no galvenas teknes. 








1 


Papira gamma vadotne 






2 


PapTra platuma vadotne 



Informacija par drukas kasetni 

HP Photosmart 8100 series printeris spej izdrukat gan krasu, gan melnbaltus 
fotoattelus. HP nodrosina dazadu veidu drukas kasetnes, lai jus varetu izveleties tas, 
kas ir vispiemerotakas jusu iecerem. Saja printer! izmantojamo kasetnu numuri ir 
noradTti uz aizmugureja vaka. 

Lai izdrukam butu vislabaka kvalitate, ieteicams izmantot tikai HP drukas kasetnes. 
Saja tabula neieklautas kasetnes uzstadTsana var but iemesls printera garantijas 
anulesanai. 



Izmantojiet piemerotas drukas kasetnes 



Lai drukatu... 


Kreisaja nodalljuma 
ievietojiet sadu drukas 
kasetni 


Labaja nodalljuma 
ievietojiet sadu drukas 
kasetni 


Krasainus fotoattelus 


HP tnskrasu drukas 
kasetni nr. 343 vai nr. 344 


HP fotodrukas kasetni nr. 
348 


Melnbaltus fotoattelus 


HP tnskrasu drukas 
kasetni nr. 343 vai nr. 344 


HP fotodrukas kasetni nr. 
100 


Fotoattelus ar sepijas vai 
antTko efektu 


HP tnskrasu drukas 
kasetni nr. 343 vai nr. 344 


HP fotodrukas kasetni nr. 
348 


Tekstu un krasainus 
zTmejumus 


HP tnskrasu drukas 
kasetni nr. 343 vai nr. 344 


HP melnas drukas kasetni 
nr. 339 



AUzmanlbu Parbaudiet, vai izmantojat pareizo drukas kasetni. lelagojiet an, 
ka HP neiesaka modificet vai atkartoti uzpildTt HP kasetnes. Uz bojajumiem, 
kas radusies HP kasetnu modificesanas vai atkartotas uzpildes del, 
HP garantijas saistTbas neattiecas. 

Lai izdrukam butu vislabaka kvalitate, drukas kasetnes ieteicams izlietot ITdz 
datumam, kas noradTts uz iepakojuma. 
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Drukas kasetnu ievietosana un nomaina 




Nonemiet sarto lenti 





Nepieskarieties seit 



Printera un kasetnu sagatavosana 

1 Parbaudiet, vai printeris ir pieslegts stravai un 
vai no printera ir iznemts kartons. 

2 Paceliet printera galveno vaku. 

3 No abam kasetnem nonemiet spilgti roza lenti. 

Neaiztieciet tintes sprauslas un vara krasas 
kontaktus un nelTmejiet lenti atpakal uz kasetnem. 





Kasetnu ievietosana 

1 Lai nomainTtu kasetni, spiediet uz leju un velciet 
uz aru kasetnes nodalTjuma vacinu, lai to 
atvertu un iznemtu kasetni. 

2 Izvelieties nodalTjumu atbilstosi simbolam uz 
kasetnes uzlTmes. Turiet kasetni ar uzlTmi un 
augsu un, nedaudz noliecot, iebTdiet to 
nodalTjuma ar vara krasas kontaktiem pa 
prieksu. Stumiet kasetni, ITdz ta nofiksejas sava 
vieta. 

3 Aizveriet kasetnes nodalTjuma vacinu. 

4 Atkartojiet ieprieks aprakstTtas darbTbas, lai 
ievietotu otru kasetni, ja nepieciesams. 

5 Pec kasetnu ievietosanas aizveriet galveno vaku. 

Lai printeris darbotos ka paredzets, ir jaievieto abas 
kasetnes. 
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Drukas kasetnu ievietosana un nomaina (turp.) 



Padoms Drukas rezTms ar tintes rezervi lauj 

turpinat drukat pat tad, ja notiek kadas 
drukas kasetnes atteice vai taja beidzas 
tinte. Iznemiet so kasetni un aizveriet 
galveno vaku, lai aktivizetu drukas rezTmu 
ar tintes rezervi. Printeris turpina drukat, 
tacu darbojas lenak un ar samazinatu 
drukas kvalitati. Zinojums norada, ka 
printeris darbojas drukas rezlma ar tintes 
rezervi. Nomainiet kasetni pec iespejas 
atrak. 

Gaidstaves rezlma printera displeja ir redzamas 
divas ikonas, kas aptuveni norada tintes ITmeni katra 
kasetne (100%, 75%, 50%, 25% un gandrTz tuksa). 
Tintes ITmena ikonas nav redzamas, ja viena vai 
abas ievietotas kasetnes nav originalas HP kasetnes. 

Ikreiz, kad ievietojat vai nomainat drukas kasetni, 
tiek paradTts uzaicinajums drukat ITdzinajuma lapu. 
Tadejadi tiek nodrosinata augsta izdruku kvalitate. 

Kasetnu ITdzinasana 

1 levietojiet papTru ievades tekne. 

2 Lai veiktu kasetnes ITdzinasanu, izpildiet ekrana 
redzamos noradTjumus. 



Ja drukas kasetni neizmantojat 




Iznemot drukas kasetni no printera, 
glabajiet to drukas kasetnes 
aizsarguzmava, ja tada ir pieejama. 
Kasetnes aizsarguzmava aizkave tintes 
izzusanu. Nepareizi uzglabajot kasetni, 
var rasties tas darbTbas traucejumi. 

-» Lai ievietotu kasetni kasetnes 
aizsarguzmava, iebTdiet kasetni 
neliela lenkT kasetnes 
aizsarguzmava, ITdz ta nostajas 
vieta. 

Pec kasetnes ievietosanas kasetnes 
aizsarguzmava, ievietojiet to glabasanas 
zona, kas atrodas zem printera virseja 
vaka. 



HP Photosmart 8100 series 



2 Drukasana ar jauno printeri 



Ir viegli drukat augstas kvalitates attelus sev, gimenei un draugiem. Saja nodala ir 
pastastTts par atru darba saksanu, ka an sniegtas sTkas instrukcijas par atminas karsu 
lietosanu, fotoattelu izveli un vel daudz ko citu. 

Atra darba saksana 

Izdrukat fotoattelus tagad ir vieglak par vieglu! RTkojieties sadi. 



1. darbiba. Printera sagatavosana darbam 




Drukas kasetnes 
ievietosana 




Papira ievietosana 



1 Uzstadiet drukas kasetnes. 

Skatiet nodalu Informacija par drukas kasetni. 

a Izsainojiet drukas kasetni un nonemiet 
aizsarglenti. Neaiztieciet vara krasas 
kontaktus un tintes sprauslas. 

b Atveriet printera augsdalu. 

c Pieskanojiet uz kasetnes uzlTmes redzamo 
simbolu atbilstosajam nodalTjumam. Turiet 
kasetni ar uzllmi un augsu un, nedaudz 
noliecot, iebTdiet to nodalTjuma ar vara krasas 
kontaktiem pa prieksu. Stumiet kasetni, ITdz ta 
nofiksejas sava vieta. 

d Atkartojiet sis darbTbas katrai drukas kasetnei, 
kuru velaties uzstadTt. 

2 levietojiet fotopapTru. 

Skatiet nodalu Informacija par papTru. 
a Atveriet ievades tekni printera aizmugure. 
b lelieciet ievades tekne vairakas fotopapTra 
loksnes. 

c Ciesi pielagojiet papira platuma vadotni. 



2. darbiba. Fotoattelu izvele 




Atminas kartes 
ievietosana 



1 levietojiet atminas karti arfotoatteliem. 

Uzmanlbu Nepareizi ievietojot atminas karti, var 
sabojat gan karti, gan printeri. Plasaku informaciju 
skatiet Atminas karsu ievietosana. 

2 Spiediet attelu izveles bultinu ^ vai ►, lai 

parvietotos pa atminas karte saglabatajiem 
fotoatteliem. 

3 Nospiediet pogu Izveleties attelu sf, lai izveletos 
izdrukajamo attelu. Printera displeja izveleta 
fotoattela kreisaja stun tiek paradTta atzTme. 
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(turp.) 

2. darblba. Fotoattelu izvele 




Plasaku informaciju par fotoattelu izveli skatiet 
nodala Fotoattelu izvele. 



Fotoattelu izvele 




Drukasana, neizmantojot datoru 

Ar printeri HP Photosmart 8100 series varat izdrukat brTniskTgus fotoattelus — turklat 
bez savienojuma ar datoru. 

Atminas karsu lietosana 

Kad ar digitalo kameru esat uznemis fotoattelus, varat iznemt atminas karti no 
kameras un ievietot to printer!, lai apskatTtu un izdrukatu fotoattelus. Printeris spej lasTt 
sadas atminas kartes: CompactFlash™, Memory Sticks, Microdrive™, 
MultiMediaCard™, Secure Digital™, SmartMedia™ un xD-Picture Card™. 

AUzmanlbu Lietojot citu veidu atminas kartes, var sabojat atminas karti un 
printeri. 

Citus panemienus, ka parsutTt fotoattelus no digitalas kameras uz printeri, skatiet 
nodala Savienojuma izveide. 

Atbalstltie failu formati 

Printeris spej atpazTt un no atminas kartes izdrukat sadu formatu failus: JPEG, 
nesaspiestus TIFF, AVI (JPEG saspiesana), QuickTime (JPEG saspiesana) un 
MPEG-1 . Ja jusu digitalaja kamera fotoatteli un videoklipi tiek saglabati citos formatos, 
saglabajiet sos failus datora un drukajiet, izmantojot atbilstosas lietojumprogrammas. 
Plasaku informaciju skatiet HP Photosmart printera palTdzTba. 

Atminas karsu ievietosana 

Kad ar digitalo kameru esat uznemis fotoattelus, iznemiet atminas karti no kameras 
un ievietojiet to printeri. 
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Uzmanlbu Neiznemiet atminas karti, kad mirgo atminas kartes indikators. 
Mirgojoss indikators nozTme, ka printeris pieklust sai atminas kartei. Iznemot 
atminas karti, kamer printeris to lieto, var sabojat printeri un atminas karti vai 
an atminas karte esoso informaciju. 



1 SmartMedia, xD-Picture Card 



2 


Memory Sticks 


3 


CompactFlash, Microdrive 


4 


MultiMediaCard, Secure Digital 



Atminas kartes ievietosana 

1 Iznemiet visas atminas kartes, kas ir ievietotas atminas karsu slotos. Printer! 
vienlaikus drTkst atrasties tikai viena karte. 

2 Atrodiet atminas kartei paredzeto slotu. 

3 levietojiet atminas karti slota ar vara krasas kontaktiem uz leju vai metala 
kontaktu cauruminiem verstiem pret printeri. 

4 UzmanTgi bTdiet atminas karti printer!, ITdz ta apstajas. 

Printeris nolasa atminas karti un pec tarn parada pirmo atminas kartes fotoattelu. 
Ja fotoattelu atlasTsanai karte izmantojat digitalo kameru, printeris parada 
jautajumu, vai velaties drukat kamera izveletos attelus. 



Izmantojot printera vadTbas paneli, drukasanai varat izveleties vienu vai vairakus 
fotoattelus. 

Lai izveletos fotoattelu 

1 levietojiet atminas karti. 

2 Nospiediet attelu izveles bultinu -4 vai ►, lai parvietotos ITdz fotoattelam, ko 
velaties izdrukat. 

Padoms Lai atri parvietotos pa fotoatteliem, nospiediet un turiet attelu izveles 



3 Nospiediet pogu Izveleties attelu Bf, lai izveletos fotoattelu, kas sobrTd ir 
redzams printera displeja. 



A © 




Fotoattelu izvele 



bultinu -4 vai ►. 
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Printera displeja kreisaja apakseja stun tiek paradTta atzTme, kas liecina, ka sis 
fotoattels iratlasTts izdrukasanai. Nospiediet pogu Izveleties attelu sT vairakas 
reizes, lai izdrukatu vairakus fotoattela eksemplarus. Blakus atzTmei redzamais 
skaitlis apzTme izdrukajamo eksemplaru skaitu. Nospiediet Atcelt, lai eksemplaru 
skaitu samazinatu ITdz vienam. 
4 Lai izveletos papildu fotoattelus, atkartojiet ieprieksejas darbTbas. 

Lai atceltu fotoattela izveli 

1 Nospiediet attelu izveles bultinu -4 vai ►, lai parvietotos ITdz vajadzTgajam 
fotoattelam. 

2 Nospiediet Atcelt. 

Atcelot fotoattelu izveli, fotoatteli no atminas kartes netiek dzesti. 



Izveleto fotoattelu drukasana 

Fotoattelus var izdrukat no atminas kartes vai uzreiz — no kameras PictBridge un 
HP tiesas drukasanas digitalas kameras. Varat izdrukat atseviskus vai visus 
fotoattelus, attelu radTtaja izveletos fotoattelus vai fotoattelu diapazonu. NoradTjumus 
skatiet Lietotaja rokasgramata, kas tiessaistes forma ir pieejama Lietotaja 
rokasgramatas kompaktdiska. 



Fotoattelu uzlabosana 

Printer! tiek piedavati dazadi rlki un efekti, kas lauj uzlabot fotoattelus vai tos radosi 
izmantot. Varat pievienot krasu efektus, nonemt sarkanas acis un pievienot dekoratTvu 
ramTti. Sie iestatljumi nemaina fotoattela originalu. Tie attiecas tikai uz izdruku. 
Instrukcijas skatiet Lietotaja rokasgramata, kas tiessaistes forma ir pieejama Lietotaja 
rokasgramatas kompaktdiska. 



Printera preferencu maina 

Izmantojot printera izvelni vadTbas panelT, printera noklusetos iestatTjumus varat 
mainTt uz savam preferencem. Printera preferences ir vispareji iestatljumi. Tie tiek 
izmantoti visiem drukajamiem fotoatteliem. PilnTgs pieejamo printera preferencu un to 
rupnTcas nokluseto iestatTjumu saraksts ir pieejams nodala Printera izvelne. 
NoradTjumus par printera preferencu mairju skatiet Lietotaja rokasgramata, kas 
tiessaistes forma ir pieejama Lietotaja rokasgramatas kompaktdiska. 

Savienojuma izveide 

Izmantojiet printeri, lai izveidotu savienojumu ar citam ierlcem vai personam. 

Savienojuma veidosana ar citam ierlcem 

Pastav vairaki panemieni, ka so printeri savienot ar datoru vai citam ierlcem. Katram 
savienojuma veidam tiek piedavatas dazadas iespejas. 
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Savienojuma veids un tarn 
nepieciesamie piederumi 


Piedavatas iespejas 


USB 

• Universalas serialas kopnes (USB) 
1.1 vai 2.0 pilnu atrumu 
nodrosinosais saderTgais kabelis, 
ne vairak ka 3 metrus (10 pedas) 
gars. NoradTjumus par printera 
savienosanu ar USB kabeli skatiet 
lietosanas pamacTba. 

• Dators ar interneta piekluvi (lai 
varetu izmantot HP Instant Share). 


• Drukasana, izmantojot datoru. 
Skatiet nodalu Drukasana, 
izmantojot datoru. 

• Printer! ievietotas atminas kartes 
fotoattelu saglabasana datora, lai 
pec tarn tos uzlabotu vai kartotu, 
izmantojot programmaturu 

HP Image Zone. 

• ApmainTsanas ar fotoatteliem, 
izmantojot HP Instant Share. 

• Drukasana no HP Photosmart 
tiesas drukasanas digitalas 
kameras. Plasaku informaciju 
skatiet nodala Drukasana, 
neizmantojot datoru un kameras 
dokumentacija. 


PictBridge 

PictBridge sadenga digitals kamera un 
USB kabelis. 

Pievienojiet kameru printera priekspuse 
esosajam kameras portam. 


Drukasana no PictBridge sadengas 
digitalas kameras. 

Plasaku informaciju skatiet nodala 
Drukasana, neizmantojot datoru un 
kameras dokumentacija. 


Bluetooth 

Papildu HP Bluetooth bezvadu printera 
adapteris. 

Ja sis piederums ietilpst printera 
standartkomplektacija vai ir iegadats 
atseviski, instrukcijas meklejiet 
pievienotaja dokumentacija un 
elektroniskaja palTdzTba. 


Drukasana no jebkuras ierlces ar 
Bluetooth bezvadu tehnologiju. 

Ja papildu HP Bluetooth bezvadu 
printera adapteri pievienojat printerim, 
izmantojot kameras portu, 
parliecinieties, vai Bluetooth printera 
izvelnes opcijas ir pareizi iestatTtas. 
Skatiet nodalu Printera izvelne. 

Adapteris nav sadengs ar 
operetajsistemu Macintosh. 



Savienojuma izveidosana, izmantojot HP Instant Share 

Programma HP Instant Share noder, lai draugiem un radiniekiem nosutTtu fotoattelus, 
izmantojot e-pastu, tiessaistes fotoalbumus vai tiessaistes fotoattelu apstrades 
pakalpojumu. Printerim jabut savienotam ar datoru, izmantojot USB kabeli, turklat 
datora jabut interneta piekluvei un instaletai visai nepieciesamajai 
HP programmaturai. Ja vajadzTga programmatura nav instaleta vai pareizi konfigureta 
un jus meginat lietot HP Instant Share, tiek paradTts pazinojums ar aicinajumu veikt 
nepieciesamas darbTbas. 

Lai izmantotu HP Instant Share 

1 levietojiet atminas karti un izvelieties dazus fotoattelus. 

2 Nospiediet HP Instant Share. 
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3 Sekojiet datora redzamajam instrukcijam, lai mainitos ar izveletajiem fotoatteliem. 

Papildinformaciju par HP Instant Share lietosanu skatiet HP Image Zone 
elektroniskaja palTdzTba. 

Drukasana, izmantojot datoru 

Visiem HP fotoattelu printeriem ir pievienota programmatura HP Image Zone, kas 
sniedz plasakas fotoattelu apstrades iespejas. Izmantojiet to, lai Tstenotu savas 
radosas ieceres: redigejiet fotoattelus, apmainieties ar tiem un veidojiet interesantus 
darbus, piemeram, apsveikuma kartTtes. HP Image Zone tiek instaleta tikai tad, ja 
izvelaties instalesanas iespeju Typical (Parasta). Skatiet nodalu Programmaturas 
instalesana. 



Programmaturas iespeja 


Kur var atrast informaciju 


Drukasanas vadTba 

lerobezojiet HP Photosmart printera 
draivera jaudu. ST programmatura 
sniedz iespeju pilnlba vadTt fotoattelu 
drukasanu. Jus varat: 

• veidot melnraksta kvalitates 
izdrukas, lai taupTtu tinti un 
fotomaterialu; 

• uzzinat, ka pilnvertTgi izmantot 
printera un digitalo fotoattelu 
iespejas; 

• izmantot papildu krasu iestatTjumus, 
lai veidotu lieliskas kvalitates 
izdrukas. 


Datora ar operetajsistemu Windows: 

Elektroniskaja palTdzTba noklikskiniet uz 
HP Photosmart Printer Help 

(HP Photosmart printera palTdzTba). 
Dialoglodzina Print (Drukasana) ar peles 
labo pogu noklikskiniet uz jebkuras 
iespejas un ar peles kreiso pogu 
noklikskiniet uz What's This? (Kas tas 
ir?), lai sanemtu papildinformaciju par so 
iespeju. 

Macintosh: izvelne Finder (Mekletajs) 
izvelieties Help (PalTdzTba) > Mac Help 
(Mac palTdzTba), pec tarn izvelieties 
Library (Biblioteka) > HP Photosmart 
Printer Help for Macintosh 
(HP Photosmart printera palTdzTba 
Macintosh sistemai). 


HP Instant Share 

Izmantojiet programmu HP Instant 
Share, lai draugiem un radiem nosutTtu 


Papildinformaciju par HP Instant Share 
lietosanu kopa ar noteiktu printera 
modeli skatiet nodala Savienojuma 
izveidosana, izmantojot HP Instant 
Share. 

Datora ar operetajsistemu Windows: 

elektroniskaja palTdzTba noklikskiniet uz 
Use the HP Image Zone (HP Image 
Zone izmantosana), pec tarn 
noklikskiniet uz Share your images 
using HP Instant Share (Attelu 
apmaina, izmantojot HP Instant Share). 

Lai HP Instant Share izmantotu 
Windows vide, palaidiet programmu 
HP Image Zone, izvelieties vienu vai 
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Programmaturas iespeja 


Kur var atrast informaciju 


fotoattelus. Ar HP Instant Share 
palTdzTbu varat viegli: 

• nosutTt fotoattelus pa e-pastu bez 
lieliem failu pielikumiem, izmantojot 
HP Instant Share; 

• veidot tiessaistes fotoalbumus, lai 
mainTtos arfotoatteliem, tos kartotu 
un saglabatu; 

• tiessaiste pasutTt profesionali 
izgatavotas izdrukas (pieejamTba 
atkarlga no valsts/regiona). 


vairakus fotoattelus, pec tarn 
noklikskiniet uz cilnes HP Instant Share. 

Macintosh: palaidiet HP Instant Share, 
pec tarn izpildiet ekrana redzamos 
noradTjumus. 

Lai HP Instant Share izmantotu 
Macintosh vide, doka nospiediet un 
turiet HP Photosmart Menu 
(HP Photosmart izvelne), pec tarn 
uznirstosaja izvelne izvelieties 
HP Instant Share. 


Radosi projekti 


Datora ar operetajsistemu Windows: 

elektroniskaja palTdzTba noklikskiniet uz 
Use the HP Image Zone (HP Image 
Zone izmantosana), pec tarn uz Create 
projects (Projektu veidosana). 

Lai Windows vide veidotu radosus 
projektus, palaidiet programmu 
HP Image Zone, izvelieties vienu vai 
vairakus fotoattelus, pec tarn 
noklikskiniet uz cilnes Projects (Projekti). 

Macintosh: lai Macintosh vide veidotu 
radosus projektus, doka nospiediet un 
turiet aktlvo HP Photosmart Menu 
(HP Photosmart izvelne), pec tarn 
uznirstosaja izvelne izvelieties 
HP Image Print. Nolaizamaja izvelne 
Print Style (Drukas stils) izvelieties 
radoso drukas iespeju. Loga HP Image 
Print tiek paradTti noradTjumi. 


Izveidojiet ko vairak par fotoalbumu. 
Programma HP Image Zone lauj 
digitalos fotoattelus izmantot radosiem 
projektiem, piemeram: 

• uzgludinamajiem materialiem; 

• plakatiem; 

• apsveikuma kartltem. 


Attelu kartosana 

HP Image Zone lauj ffkoties ar 
digitalajiem fotoatteliem un videoklipiem 
un izmantot sadas iespejas: 

• kartot fotoattelus albumos; 

• atrast fotoattelus pec datuma, 
atslegas vardiem u.c; 

• automatiski numuret attelus. 


Elektroniskaja palTdzTba noklikskiniet uz 
Use the HP Image Zone (HP Image 
Zone izmantosana), pec tarn uz Manage 
your images (Attelu parvaldTsana). 

Lai attelus kartotu Windows vide, 
palaidiet programmu HP Image Zone, 
pec tarn noklikskiniet uz cilnes My 
Images (Mani atteli). 

Macintosh: operetajsistema Macintosh 
sT iespeja nav pieejama. 
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Programmaturas iespeja 


Kur var atrast informaciju 


Fotoattelu redigesana un uzlabosana 

Programma HP Image Zone sniedz 
sadas iespejas: 

• veikt manualu krasu korekciju un 
citus pielagojumus, lai uzlabotu 
fotoattelu kvalitati pirms drukasanas; 

• picvlcllUL IcKblU vdl OILUb dLLclUb, 

• mainTt digitalo fotoattelu izmerus. 


Datora ar operetajsistemu Windows: 

elektroniskaja palTdzTba noklikskiniet uz 
Use the HP Image Zone (HP Image 
Zone izmantosana), pec tarn uz Edit 
your images (Attelu redigesana). 

Lai Windows vide redigetu fotoattelus, 
palaidiet programmu HP Image Zone, 
izvelieties vienu vai vairakus fotoattelus, 
pec tarn noklikskiniet uz cilnes Edit 
(Rediget). 

Macintosh: lai Macintosh vide redigetu 

fotoattelus, doka nospiediet un turiet 

aktTvo HP Photosmart Menu 

(HP Photosmart izvelne), pec tarn 

uznirstosaja izvelne izvelieties 

HP Image Edit (HP attelu redigesana). 
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Programmaturas instalesana 

Printera komplektacija ietilpst papildu programmatura, ko var instalet datora. 

Kad esat uzstadTjis printera aparaturu, izmantojot uzstadTsanas rokasgramatas 
instrukcijas, izmantojiet sTs nodalas instrukcijas programmaturas instalesanai. 



Sistema Windows 



Svangi! Pievienojiet USB kabeli vienTgi 
tad, ja tiek paradTts uzaicinajums. 

HP Image Zone programmatura un pilna 
printera funkcionalitate tiek automatiski 
instaleta, ja izvelaties 
HP programmaturas instalesanas 
iespeju Typical (Parasta). 

1 levietojiet HP Photosmart 
kompaktdisku datora CD-ROM 
diskdzinT. 

2 Noklikskiniet uz Next (Talak) un 
izpildiet ekrana redzamos 
noradTjumus. Ja noradTjumi netiek 
paradTti, CD-ROM kompaktdiska 
atrodiet setup.exe failu un veiciet 
uzta dubultklikski. Uzgaidiet 
vairakas minutes, kamer faili tiek 
ieladeti. 

PiezTme Ja tiek paradTts 

pazinojums Found New 
Hardware (Atrasta jauna 
aparatura), noklikskiniet 
uz Cancel (Atcelt), 
atvienojiet USB kabeli un 
atkartoti veiciet 
instalesanu. 

3 Kad tiek paradTts uzaicinajums, 
vienu USB kabela galu pievienojiet 
USB portam printera aizmugure un 
otru galu datora USB portam. 

4 Izpildiet ekrana redzamos 
noradTjumus, ITdz instalesana tiek 
pabeigta un dators tiek restartets. 
Kad tiek paradTta sveiciena 
(Congratulations) lapa, noklikskiniet 



Macintosh datoros 



Svangi! Pievienojiet USB kabeli vienTgi 
tad, ja tiek paradTts uzaicinajums. 

1 levietojiet HP Photosmart 
kompaktdisku datora CD-ROM 
diskdzinT. 

2 Veiciet dubultklikski uz ikonas 
HP Photosmart CD. 

3 Veiciet dubultklikski uz ikonas 
HP Photosmart Install. Lai 
instaletu printera programmaturu, 
izpildiet ekrana redzamas 
instrukcijas. 

4 Kad tiek paradTts uzaicinajums, 
vienu USB kabela galu pievienojiet 
USB portam printera aizmugure un 
otru galu datora USB portam. 

5 Izvelieties printeri dialoglodzina 
Print (Izdruka). Ja printeris saraksta 
netiek paradTts, noklikskiniet uz Edit 
Printer List (Rediget printeru 
sarakstu), lai pievienotu printeri. 
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Sistema Windows 


Macintosh datoros 


uz Print a demo page (Drukat 
demonstracijas lapu). 





Instalesanas problemu noversana 

Ja printera programmaturu neizdodas instalet vai pec tas instalesanas printeris nespej 
pareizi sazinaties ar datoru, iepazTstieties ar seit minetajiem iespejamiem 
risinajumiem. Ja jums vel arvien nepieciesama palTdzTba, iepazTstieties ar printera 
dokumentaciju vai sazinieties ar klientu apkalposanas dienestu. Parbaudiet visus 
kabelu savienojumus starp printeri un datoru un parliecinieties, vai izmantojat jaunako 
printera programmaturas versiju. 

Tiek atverts vednis Found New Hardware Wizard (Jaunas aparaturas atrasanas 
vednis), tacu tas neatpazlst printeri. 

lespejams, ka USB kabeli esat pievienojis, pirms bija pabeigta programmaturas 
instalesana. Atvienojiet USB kabeli un velreiz saciet programmaturas instalesanu. 
USB kabeli pievienojiet pec uzaicinajuma programmaturas instalesanas laika. 

Programmaturas instalesanas laika dators partrauc reaget uz komandam. 

lemesls var but pretvlrusu aizsardzTbas programmatura vai cita programmatura, kas 
darbojas fona un palenina instalesanas procesu. Uzgaidiet, ITdz programmatura beidz 
kopet failus; tas var aiznemt vairakas minutes. Ja an pec vairakam minutem dators 
joprojam nereage uz komandam, restartejiet datoru, apturiet vai atspejojiet aktlvo 
pretvlrusu aizsardzTbas programmaturu, aizveriet visas programmas un velreiz 
instalejiet printera programmaturu. 

PiezTme Pec datora restartesanas pretvlrusu aizsardzTbas programmatura 
automatiski saks atkal darboties. 

Instalesanas laika tiek paradlts dialoglodzins System Requirements (Sistemas 
prasTbas). 

Kads no jusu datorsistemas komponentiem neatbilst minimalajam sistemas prasTbam. 
Atjauniniet komponentu, lai tas atbilstu minimalajam sistemas prasTbam un pec tarn 
atkartoti instalejiet printera programmaturu. 

Veicot sistemas prasTbu parbaudi, tiek noradlts, ka datora darbojas novecojusi 
parlukprogrammas Internet Explorer versija. 

Nospiediet uz tastaturas taustirju kombinaciju Ctrl+Shift, dialoglodzina System 
Requirements (Sistemas prasTbas) noklikskiniet uz Cancel (Atcelt), lai ignoretu 
pazinojumu un pabeigtu programmaturas instalesanu. Pec HP Photosmart 
programmaturas instalesanas atjauniniet parlukprogrammu Internet Explorer, preteja 
gadTjuma HP programmatura nedarbosies pareizi. 

PiezTme Pec Internet Explorer jauninasanas HP programmatura nav atkartoti 
jainstale. 

Dators nevar nolasTt HP Photosmart kompaktdisku. 

Parliecinieties, vai kompaktdisks nav netTrs vai saskrapets. Ja citi kompaktdiski 
darbojas, iespejams, jusu HP Photosmart kompaktdisks irbojats. Printera 
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programmaturu varat lejupieladet an no Web vietas www.hp.com/support. Ja an citi 
kompaktdiski nedarbojas, iespejams, ir bojats CD-ROM diskdzinis. 
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4 Atbalsts un garantija 



Saja nodala ir iekjauta informacija partehnisko atbalstu un printera garantiju. 

Pateretaju apkalposana 

Ja radusies kada problema, veiciet sadas darbTbas: 

1 Parbaudiet printera komplektacija ieklauto dokumentaciju. 

- Lietosanas pamacTba: HP PhotoSmart 8100 series lietosanas pamacTba ir 
paskaidrots, ka uzstadTt printeri un izdrukat pirmo fotoattelu. 

- Lietotaja rokasgramata: lietotaja rokasgramata apraksfitas printera pamatfunkcijas, 
paskaidrots, ka izmantot printeri, to nepievienojot datoram, ka an sniegta informacija 
par problemu noversanu. Ta ir pieejama tiessaistes formata lietotaja rokasgramatas 
kompaktdiska. 

- HP PhotoSmart printera palldzTba: ekrana redzamaja HP PhotoSmart printera 
palTdzTba ir aprakstTts, ka lietot printeri kopa ar datoru, ka an ir iekjauta informacija par 
programmaturas problemu noversanu. 

- Uzzinu rokasgramata: HP PhotoSmart 8100 series uzzinu rokasgramata ir ta, ko 
paslaik lasat. Taja ir sniegta pamatinformacija par printeri — uzstadTsana, darbTba, 
tehniskais atbalsts un garantija. Lai iegutu detalizetakus noradTjumus, skatiet 
kompaktdisku Lietotaja rokasgramata. 

- HP PhotoSmart printera palldzTba: ekrana redzamaja HP PhotoSmart printera 
palTdzTba ir aprakstTts, ka lietot printeri kopa ar datoru, ka an ir iekjauta informacija par 
programmaturas problemu noversanu. Skatiet nodaju Programmaturas instalesana. 

2 Ja nevarat atrisinat problemu, izmantojot dokumentacija ietverto informaciju, apmeklejiet 
Web vietu www.hp.com/support, lai: 

- piekjutu tiessaistes atbalsta lapam; 

nosutTtu HP e-pasta zinu un iegutu atbildes uz jus interesejosiem jautajumiem; 
sazinatos ar HP tehnisko personalu, izmantojot tiessaistes terzesanu; 

- noskaidrotu programmaturas atjauninajumu pieejamTbu. 

Atbalsta iespejas un to pieejamTba ir atkanga no preces, valsts/regiona un valodas. 

3 Tikai Eiropa: sazinieties ar vietejo tirdzniecTbas vietu. Ja printerim ir aparaturas kjume, tas 
janogada vieta, kurto iegadajaties. lerobezotas garantijas laika printera remonts tiek veikts 
bez maksas. Pec garantijas perioda par apkalposanu bus jamaksa. 

4 Ja, izmantojot ekrana redzamo palTdzTbu vai HP Web vietu, problemu neizdodas noverst, 
zvaniet uz pateretaju apkalposanas talruna numuru, kas noradTts jusu valstij/regionam. 
Valstu/regionu talrunu numuru sarakstu skatiet nakamaja sadaja. 

Pateretaju apkalposana pa talruni 

Printera garantijas perioda atbalstu pa talruni var sanemt bez maksas. Plasaku informaciju 
skatiet sadaja Pazinojums par ierobezoto garantiju vai apmeklejiet Web vietu www.hp.com/ 
support, lai parbaudTtu, cik ilgs ir paredzetais bezmaksas atbalsts. 
Pec bezmaksas perioda atbalstam pa talruni kompanija HP sniedz palTdzTbu par papildu 
samaksu. Sazinieties ar savu HP izplatTtaju vai zvaniet uz savas valsts/regiona atbalsta talruna 
numuru, lai noskaidrotu atbalsta iespejas. 

Lai sanemtu HP atbalstu pa talruni, zvaniet uz savai atrasanas vietai atbilstoso atbalsta talruna 
numuru. ZvanTtajiem jasedz telekomunikaciju operatora noteiktas standartizmaksas. 
Rietumeiropa: lai uzzinatu savas valsts/regiona atbalsta talruna numuru, klienti no 
Rietumeiropas var apmeklet www.hp.com/support. 
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WWW. 



61 56 45 43 




Argentina 
Argentina 


(54) 1 1 -4778-8380 
0-810-555-5520 


Australia 


13 1047 


800 171 




Brasil (dentro da 
grande Sao Paulo) 
Brasil (fora da 
grande Sao Paulo) 


(11)3747-7799 
0800-157751 


Canada 


(800) 474-6836 


Caribbean 


1-800-711-2884 


Central America 


1-800-711-2884 


Chile 


800-360-999 


p£H 


(8621) 38814518 


Columbia 


01-800-011-4726 


Costa Rica 


0- 800-011-4114 + 

1- 800-711-2884 


Ceska republika 


261 307 310 


Ecuador (Andinatel) 


1-800-711-2884 


Ecuador (Pacifitel) 


1-800-225528 


2 532 5222 




Greece (international) 
Greece {in-country} 
Greece (Cyprus) 


+ 30 210 6073603 
801 1 1 22 55 47 
800 9 2649 


Guatemala 


1-800-999-5105 




852-2802 4098 


Magyarorszag 


1 382 1 1 1 1 


India 


1 600 44 7737 


Indonesia 


62(21)350 3408 


(0) 9 830 4848 




Jamaica 


0-800-7112884 


B* 


0570-00051 1 


B*(tsti#«isroi#£) 


+81-3-3335-9800 



.com/support 





1588-3003 


Malaysia 


1 800-80-5405 


Mexico (Ciudad de Mexico) 
Mexico (fuera de 
Ciudad de Mexico) 


(55)5258-9922 
01-800-4726684 


22 404747 




New Zealand 


0800 441 147 


Nigeria 


1 3204 999 


Panama 


001-800-7112884 


Peru 


0-800-10111 


Philippines 


63 (2) 867-3551 


Pol ska 


22 5666 000 


Puerto Rico 


1-877-232-0589 


Republica Dominicana 


1-800-7112884 


Romania 


(21)315 4442 


Russia (Moscow) 
Russia (St. Petersburg) 


095 7973520 
81 2 3467997 


800 897 1444 




Singapore 


65 6272 5300 


Slovakia 


2 50222444 


South Africa (Intl.) 


+ 27 1 1 2589301 


South Africa (RSA) 


086 0001030 


Rest Of West Africa 


+ 351 213 17 63 80 


mm 


(02) 8722-8000 


Thailand 


66 (2) 353 9000 


71 89 12 22 




Trinidad & Tobago 


1-800-7112884 


Turkiye 


(212) 4447171 


Ukraine 


(380 44) 4903520 


800 4520 


Sj^uJI SjjjJI ciljL.VI 


United States 


(800) 474-6836 


Venezuela 


01-800-4746.8368 


Viet Nam 


84 (8) 823 4530 


For Bangladesh, Brunei, 
Cambodia, Pakistan, and 
Sri Lanka 


Fax to: 

+65-6275-6707 



ZvanTsana 

Zvanot uz Pateretaju apkalposanas numuru, atrodieties datora un printera tuvuma. Sagatavojiet 
sadu informaciju: 

• printera modeja numuru (noradTts printera priekspuse); 

• printera serijas numuru (noradTts printera apakspuse); 

• datora operetajsistemu; 

• printera draivera versiju: 

- Operetajsistema Windows: lai apskatTtu printera draivera versiju, ar peles labo pogu 
noklikskiniet uz HP ikonas sistemas Windows uzdevumjosla un izvelieties About (Par). 
Macintosh datoriem: lai apskatTtu printera draivera versiju, izmantojiet dialoglodzinu 
Print (Drukasana). 
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• Printera ekrana vai datora monitora paraditos zinojumus. 

• Atbildes uz sadiem jautajumiem: 

Vai problema, kuras dej zvanat, ir atgadTjusies an ieprieks? Vai varat radTt sadu 
situaciju velreiz? 

Vai uzstadTjat jaunu aparaturu vai instalejat datora programmaturu aptuveni taja laika, 
kad radas problema? 

Pazinojums par ierobezoto garantiju 

Pazinojums par ierobezoto garantiju komplektacija ir iekjauts atseviski. 
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5 Tehniskie dati 



Saja sadala minetas minimalas sistemas prasibas HP PhotoSmart printera programmaturas 
instalesanai un dajeji sniegti printera tehniskie dati. 

PilnTgu printera tehnisko datu un sistemas prasTbu sarakstu skatiet ekrana redzamaja palTdzTba. 
Informacija par ekrana redzamas palTdzTbas skatTsanu pieejama nodaja Papildinformacijas 
meklesana. 

Sistemas prasibas 



Komponents 


Windows minimalas 
prasibas 


Macintosh minimalas 
prasibas 


Operetajsistema 


Microsoft® Windows 98, 2000 
Professional, ME, XP Home 
vai XP Professional 


Mac® OS X no 10.1 ITdz 10.3 


Procesors 


Intel® Pentium® II (vai 
ekvivalents) vai jaunaks 


G3 vai jaunaks 


RAM 


64 MB (ieteicams — 128 MB) 


Mac OS no 10.1 ITdz 10.3: 
128 MB 


Briva vieta diska 


500 MB 


500 MB 


Videodisplejs 


800x600, 16 bitu vai labaks 


800x600, 16 bitu vai labaks 


CD-ROM diskdzinis 


4x 


4x 


Savienojamlba 


USB: Microsoft Windows 98, 
2000 Professional, ME, XP 
Home un XP Professional 

PictBridge: lietojot prieksejo 
kameras portu 

Bluetooth: lietojot papildu 
HP Bluetooth bezvadu 
adapteri 


USB: prieksejais un 
aizmugurejais ports (OS X 
no 10.1 ITdz 10.3) 

PictBridge: lietojot prieksejo 
kameras portu 


Parluks 


Microsoft Internet Explorer 
5.5 vai jaunaka versija 





Printera tehniskie dati 



Kategorija 


Tehniskie dati 


Savienojamlba 


USB: Microsoft Windows 98, 2000 Professional, ME, XP 
Home un XP Professional; Mac OS X no 10.1 ITdz 10.3 


Attelu failu formati 


JPEG Baseline 

TIFF 24 bitu RGB nesaspiests slanains 
TIFF 24 bitu YCbCr nesaspiests slanains 
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Kategorija 


Tehniskie dati 




TIFF 24 bitu RGB PackBits slanains 
TIFF 8 bitu pelektonu nesaspiests/PackBits 
TIFF 8 bitu krasu nesaspiests/PackBits 
TIFF 1 bita nesaspiests/PackBits/1D Huffman 


Materialu izmeri 


FotopapTrs 10x15 cm (4x6 collas) 

FotopapTrs ar malinu; 10x15 cm ar 1,25 cm malinu (4x6 
collas ar 0,5 collu malinu) 

Attelu radTtaja kartTtes 10x15 cm (4x6 collas) 

Hagaki kartTtes 100x148 mm (3,9x5,8 collas) 

A6 kartTtes 105x148 mm (4,1x5,8 collas) 

L izmeru kartTtes 90x127 mm (3,5x5 collas) 

Lformata kartTtes ar malinu; 90x127 mm ar 12,5 mm 
malinu (3,5x5 collas ar 0,5 collu malinu) 


Materialu specifikacija 


leteicamais maksimalais garums: 356 mm (14 collas) 

leteicamais maksimalais biezums: 292 urn (11,5 collas 
tukstosdajas) 


Materialu izmeri, standarta 


FotopapTrs 

no 76x76 mm ITdz 216x356 mm (no 3x3 collam ITdz 
8,5x14 collam) 

Parastais papTrs 

Letter formats, 216x280 mm (8,5x11 collas) 
Legal formats, 216x356 mm (8,5x14 collas) 
Executive formats, 190x254 mm (7,5x10 collas) 
A4 formats, 210x297 mm (8,27x1 1 ,7 collas) 
A5 formats, 148x210 mm (5,8x8,3 collas) 
B5 formats, 176x250 mm (6,9x9,8 collas) 
KartTtes 

Hagaki kartTtes, 100x148 mm (3,94x5,83 collas) 

L formata kartTtes, 90x127 mm (3,5x5 collas) 

Lformata kartTtes ar malinu, 90x127 mm ar 12,5 mm 
malinu (3,5x5 collas ar 0,5 collu malinu) 

Kartotekas kartTtes, 76x127 mm, 10x15 cm un 127x203 
mm (3x5 collas, 4x6 collas un 5x8 collas) 

A6 kartTtes, 105x148,5 mm (4,13x5,85 collas) 

Aploksnes 

Nr. 9, 98,4x225,4 mm (3,875x8,875 collas) 
Nr. 10, 105x240 mm (4,125x9,5 collas) 
A2 Invitation, 110x146 mm (4,375x5,75 collas) 
DL formats, 100x220 mm (4,33x8,66 collas) 
C6 formats, 114x162 mm (4,5x6,4 collas) 
Pielagots papTra formats 
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(turp.) 



Kategorija 


Tehniskie dati 




no 76x127 mm ITdz 216x356 mm (no 3x5 collam ITdz 
8,5x14 collam) 

CaurspTdTgas filmas un uzllmju lapas 

Letter formats, 216x280 mm (8,5x11 collas) 
A4 formats, 210x297 mm (8,27x1 1 ,7 collas) 


Materialu veidi 


PapTrs (parastais, Inkjet, fotopapTrs un nepartrauktas 
padeves papTrs) 

Aploksnes 

CaurspTdTgas filmas 

UzlTmes 

KartTtes (attelu radTtaja, apsveikuma, Hagaki, A6, L 
formata) 

Uzgludinamie materiali 


Atminas kartes 


CompactFlash tips I un II 
Microdrive 
MultiMediaCard 
Secure Digital 
SmartMedia 
Memory Sticks 
xD-Picture Card 


Atminas kartes atbalstTtie failu 
formati 


Drukasana: skatiet sarakstu tabulas augsdaja 
Saglabasana: visi failu formati 


PapTra teknes 


Galvena tekne 

76x127 mm ITdz 216x356 mm (3x5 collas ITdz 8,5x14 
collas) 

FotopapTra tekne 

10x15 cm (4x6 collas) un Hagaki formats 
Izvades tekne 
Visi atbalstTtie izmeri 


PapTra padeves ietilpTba 


Galvena tekne 

100 parasta papTra loksnes 
14 aploksnes 

20-40 karfites (atkanba no biezuma) 
20 nepartrauktas padeves papTra loksnes 
30 uzlTmju loksnes 

25 CaurspTdTgas filmas, uzgludinamie materiali vai 
fotopapTra loksnes 

FotopapTra tekne 

25 fotopapTra loksnes 
Izvades tekne 
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Noda]a 5 

(turp.) 



Kategorija 


Tehniskie dati 




50 parasta papTra loksnes 

20 fotopapTra, nepartrauktas padeves papTra loksnes vai 
caurspTdTgas filmas 

1 0 kartTtes vai aploksnes 

25 uzlTmju loksnes vai uzgludinamie materiali 


Stravas paterins 


Drukasana: 15-45 W 
DTkstave: 5 W 
Izslegts: 2 W 


Drukas kasetnes 


HP pelektonu fotodrukas kasetne (C9368A) 
HP krasu fotodrukas kasetne (C9369E) 
HP tffskrasu drukas kasetne (C8766E vai C9363E) 
HP melnas drukas kasetne (C8767E) 


USB atbalsts 


Microsoft Windows 98, 2000 Professional, ME, XP Home 
un XP Professional 

no OS X 10.1 ITdz10.3 

HP iesaka izmantot USB kabeli, kas irTsaks par 3 
metriem (10 pedam) 


Videofailu formati 


Motion JPEG AVI 
Motion-JPEG QuickTime 
MPEG-1 



Pazinojumi par vidi 

Hewlett-Packard Company ir uznemusies saistTbas nodrosinat kvalitafivus produktus, rupejoties 
par vides aizsardzTbu. 

Vides aizsardzTba 

Sim printerim ir vairakas TpasTbas, kas ITdz minimumam samazina ietekmi uz vidi. Lai iegutu 
plasaku informaciju, apmeklejiet Web vietu par HP saisfibam pret vidi www.hp.com/hpinfo/ 
globalcitizenship/environment/. 

Ozona veidosanas 

ST ieffce neizdala butisku ozona daudzumu (0 3 ). 

Energijas paterins 

Energijas paterins ieverojami samazinas, darbojoties ENERGY STAR® rezTma, kas taupa dabas 
resursus un naudu, neietekmejot augsto ieffces veiktspeju. lence atbilst ENERGY STAR 
(bnvpratTga programma, kura izveidota, lai veicinatu energoefektTvu biroja produktu izstradi) 
prasTbam. 

ENERGY STAR ir ASV registreta agenturas U.S. EPA precu zTme. Ka 
ENERGY STAR partnere Hewlett-Packard Company ir noteikusi, ka sis 
produkts atbilst ENERGY STAR vadlmijam par efekfivu energijas 
izmantosanu. Lai iegutu plasaku informaciju, apmeklejiet 
www.energystar.gov. 

PapTra izmantosana 

ST ieffce ir piemerota otrreizejas parstrades papTra izmantosanai atbilstosi standartam DIN 19309. 
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Plastmasas prieksmeti 

Plastmasas detalas, kas smagakas par 24 gramiem (0,88 uncem), ir marketas atbilstosi 
starptautiskajiem standartiem, kuri, beidzoties printera kalposanas laikam, uzlabo iespeju 
identificet otrreizeji parstradajamos plastmasas prieksmetus. 

Materialu drosuma datu lapas 

Materialu drosuma datu lapas (Material Safety Data Sheets — MSDS) var iegut HP Web vieta 
www.hp.com/go/msds. Klienti, kuriem nav piekjuves internetam, var sazinaties ar pateretaju 
apkalposanas dienestu. 

Otrreizejas parstrades programma 

HP piedava arvien vairak produktu atgriesanas un otrreizejas parstrades programmu, kas 
darbojas daudzas valstTs un kuras piedalas vairaki lieli elektronikas otrreizejas parstrades centri 
visa pasaule. HP taupa resursus, talak pardodot dazus no saviem vispopularakajiem produktiem. 
ST HP produkta lodejumos ir svins, kas kalposanas laika beigas, iespejams, prasa Tpasu apstradi. 
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Declaration of conformity 

According to ISO/IEC Guide 22 and EN 45014 



Manufacturer's name and address: 


Hewlett-Packard Company, 16399 West Bernardo Drive, San Diego, CA 92127-1899, USA 


Regulatory model number: 


SDGOA-0402 


Declares that the product: 


Product name: 


PhotoSmart 8100 series (Q3399A) 


Model number(s): 


PhotoSmart 8150 (Q3399A) 


Power adapters: 


HP Part # Q0950-4476 (domestic) 
HP Part # Q0950-4476 (international) 


Conforms to the following product specifications: 


Safety: 


IEC 60950: 3rd Edition: 1999 
EN 60950:2000 

UL1950/CSA22.1 No.950, 3rd Edition:1995 

NOM 019-SFCI-1993 

GB4943:2001 


EMC: 


CISPR22: 1997/ EN 55022: 1998, Class B 

CISPR 24: 1 997 / EN 55024: 1 998 

IEC 61 000-3-2: 2000 / EN 61 000-3-2: 2000 

IEC 61000-3-3/A1: 2001 / EN 61000-3-3/A1 : 2001 

CNS13438: 1998, VCCI-2 

FCC Part 15-Class B/ICES-003, Issue 2 

GB9254: 1998 


Supplementary Information: 



The Product herewith complies with the requirements of the Low Voltage Directive 73/23/EEC and the EMC Directive 
89/336/EEC and carries the CE marking accordingly. 



European Contact for regulatory topics only: Hewlett Packard GmbH, HQ-TRE, Herrenberger Strasse 140, D-71034 
Boblingen Germany. (FAX +49-7031-14-3143) 



